With the increasing population, one has to depend on the groundwater for domestic, agricultural and industrial requirements. Hence conservation of groundwater in its pure form requires attention. Mismanagement of groundwater along with its deteriorating quality are major concerns in developing countries. The objective of this investigation is to understand the occurrence and degree of dissolved contaminants, as well as the rate and direction of contaminant's movement within the groundwater flow system. In this study, a Phenol Groundwater Transport (PGWT) equation is developed with Lagrangian interpolation function using a nine noded rectangular element. PGWT equation is used to determine the unknown concentration of a Phenol in the porous media for the range of concentrations and permeabilities. The equation is validated with the results of developed Physical Aquifer Model (PAM). It is observed that the transport equation of degree ten delivers the accurate concurrence with the physical model when contrasted with lower degrees of polynomial function.
Introduction
Landfills, surface waste ponds, underground storage tanks, land applications of pesticides, radioactive material disposal sites, salt water intrusion and mine evacuation have become the crucial sources of groundwater pollutions (Freeze and Cherry, 1979) . With the diverse dangerous waste sites, occurrences of groundwater contamination has become major concern in last few decades.
Like many other contaminants Phenol primarily enters the groundwater from industrial effluent discharges. Phenol is degraded speedily in air by gas-phase chemical group reaction with estimated half-life of 14 h, but may persists in the groundwater for a longer period (Kadir and Suheyla, 2008) . Groundwater contaminated with Phenol is considered to be hazardous.
Any groundwater pollution study involves identification of the source of pollution and the movement of the pollutants in the groundwater environment. Once the pollutants are introduced, appropriate management of resource utilization and preventive measures to ensure suitable development and remediation of polluted sites is needed (Eldho, 2001) . The primary transport processes of concern in groundwater include advection, dispersion, diffusion, adsorption, biodegradation and chemical reaction (Bedient et al., 1999) .
When groundwater transport investigation is carried out in 1D then the extent of concentration with distance is observed by plotting C/C 0 graphs where C is the concentration of contaminant and C 0 is the initial concentration of the contaminant. Controlled experimental conditions of temperature, pressure, hydraulic gradient, contaminant injection rate, and microbial populations are needed to simulate a wide variety of situations that may exist in the field (Boyraz and Alhan, 2017) . Physical Aquifer Models (PAM) are developed for the simulation of the location of contaminant plume and its movement. They are fabricated to study and understand groundwater flow and transport. Multiple parameters can be introduced into physical model and better inference and conclusions can be achieved.
To understand the reactions involved and observation of the transport of contaminant may require several weeks (Karickhoff et al., 1979) . Layered aquifer systems, sloping material interfaces, and heterogeneous hydraulic properties are a few examples of systems that have been studied in PAMs (Stauffer and Dracos, 1986; Nieber and Walter, 1981, Starr et al. (1985) , Stoeckl et al. (2019) ). Effluent concentrations measured in the physical model and simulated model are found in close agreement (Starr et al., 1985; Qayuum (2019) ). The findings from the PAM can be used to validate the generated mathematical models.
In this study, Phenol is considered as a contaminant and its transport is observed in 1D with different initial concentrations and porous media.
Phenol Groundwater Transport Equation (PGWT) is developed using Lagrangian interpolation function with nine noded rectangular element. Three distinctive initial concentrations of 50 ppm, 75ppm and 100 ppm and three diverse permeability of 0.32, 0.38 and 0.42 of porous media are used to develop the equation. This equation predicts the spread of Phenol in the porous media with respect to distance from the point of injection.
A Physical Aquifer Model (PAM) is likewise developed to verify the results of PGWT equation. It is found that there is a good agreement between the results of PGWT and PAM.
PGWT equation
Three initial concentrations of Phenol as 50 ppm, 75ppm and 100ppm are considered to develop PGWT equation. Three values of permeability of porous media as 0.32, 0.38 and 0.42 are taken into consideration thereby generating nine combinations. Figure 1 shows the nine noded element for the nine combinations.
Using Lagrangian interpolation function for a nine noded rectangular element the equation is developed. The interpolation functions for i th node of nine noded element is given by
When the concentration C1 ¼ 50 ppm; C2 ¼ 75 ppm and C3 ¼ 100 Table 1 . A transport equation for a combination of C and P in the form of polynomial function is defined as shown below. It is in the form of C/C 0 .
where X is the distance from point of injection and B i is the coefficient of polynomial for different combinations of C and P and are tabulated in Table 2 for 10 th degree polynomial, Table 3 for 5 th degree of polynomial and Table 4 for 3 rd degree of polynomial.
The PGWT equation for the concentration, permeability and distance from point of injection was derived using the relation as follows,
where, A i is the coefficients for different degrees of transport equation and tabulated in Table 5 for transport equation of 10th degree polynomial, Table 6 for transport equation of 5 th degree of polynomial, and Table 7 for transport equation of 3 rd degree of polynomial. It is observed that the transport Eq. (4) using 10 th degree polynomial provided the accurate results with the number of coefficients as 99. However, the number of coefficients using 5 th degree polynomial and 3 rd degree polynomial are 63 and 36 respectively.
Physical Aquifer Model (PAM)
A Physical Aquifer Model (PAM) is developed to conduct the experiments to understand Phenol transport in groundwater. A tank of 1.5 m Â 0.5 m is developed with sand as a porous media. Locations of monitoring wells in the PAM are shown in Figure 2 and the cross section of PAM is shown in Figure 3. 
Physical model specifications
PAM has a glass base and sides. The grid patterned acrylic sheet with 4mm diameter holes at fixed points is placed inside the glass base. Table 8 gives the material used for PAM.
Preparation of porous media
Sand is selected as the porous media in PAM for conducting experiments. Sand is washed and sundried. It is sieved through 4.75 mm, 2.36 mm, and 1.18 mm, 600 micron, and 150 micron sieves and stored in different bags for further use. The mixing of different proportions of sand for arriving at the defined porosities of P1 (0.32), P2 (0.38) and P3 (0l.43) for PAM are given in are given in Table 9 .
Methodology
Initially, the porous media for the experimental work is prepared. In the first stage experiments are conducted for simulating steady state flow conditions. In the second stage, experiments are conducted to understand the transport of contaminant Phenol. 
Flow conditions
In the glass tank, the selected porous media is spread up to 2cm thickness at the bottom. An Acrylic sheet with the glass tubes grid is placed in the tank. The glass tubes are arranged such that each tube is inserted 1cm into the porous media. The porous media is saturated with water by maintaining the water level slightly above 2 cm. After 24 h, the level of water is reduced to 2 cm. Readings are taken for the changes in water level in the tank. Contaminant solution is prepared with 100 ppm Phenol concentration. 100 ml of the contaminant solution is introduced into the tank from fixed point P as shown in Figure 2a . Readings are recorded for the changes in water level in the tank. After 24 h, readings are recorded for the changes in water level in the tank. 100 ml of the contaminant solution is again injected into the tank from point P (Figure 2a) . Readings are recorded for the changes in water level in the tank. After 24 h. Readings are recorded for the changes in water level in the tank.
Transport condition
50 ml of contaminant solution with 100 ppm Phenol concentration is added at fixed point in the tank. After 24 h. Phenol concentrations are recorded using colorimetry. Colorimetry uses absorbance between control sample and contaminated sample to check the level of contaminant concentration. It is a standard method of checking concentrations of contaminants with application in different fields of science (Jones and Johnson (1973) ; Varadraju et al. (2018) ). .4-aminoantipyrine (4AAP) method is used for finding the absorbance of control flasks and test flasks. For taking the absorbance values, the wavelength of the colorimeter is adjusted to 530 nm by rotating the filter disc. Initially, cuvette is washed with distilled water, reagent blank in the cuvette is inserted in colorimeter and absorbance is adjusted to zero. Test solution in the cuvette is inserted in colorimeter and absorbance is checked. Sample is diluted if the absorbance goes beyond the maximum absorbance of standard graph. 4AAP in the presence of potassium ferricyanide at a pH of 10 to form a stable reddish-brown colored antipyrine dye. The amount of color produced is a function of the concentration of Phenolic material. Table 10 represents the absorbance values for standard Phenol solution. The average of two sets of readings of the absorbance of Phenol with different concentrations is noted.
Graph between absorbance and concentration of Phenol contaminant is plotted as shown in Figure 4 . The trend line of the standard graph is used for calculating unknown concentrations of Phenol contaminant from known absorbance values.
Reagents are prepared using 4 AAP and Sodium Hydroxide and Borax Buffer. The standard equation for the graph is:
where y is the absorbance and x is concentration of contaminant Phenol in ppm.
Results and discussion
The results of PGWT equation for Phenol transport in groundwater are validated with the observation in PAM developed. C/C 0 graphs are Table 11 . However, the study is limited to the Phenol contaminant with sand as porous media. The intermediate values of concentrations between 50 ppm to 100 ppm and permeabilities between 0.32 to 0.42 can be calculated using PGWT equation. Different equations can be developed for different permebilities and concentrations of contaminants in groundwater.
Conclusions
The process of identifying the spread of contaminant like Phenol in the groundwater is tedious because of the hydrological parameters and complex geological strata. The concentration of contaminant at a distance can be predicted using the PGWT equation presented in the study. This equation is based on the Lagrangian interpolation function using nine noded element for initial contaminant concentrations values of 50 ppm, 75 ppm and 100 ppm with porous media of porosity 0.32, 0.38 and 0.43. The equation is developed with the polynomials of degree ten, five and three. The present study also demonstrates the usefulness of Physical Aquifer Model (PAM) for understanding the transport characteristics of Phenol as contaminant under simulated in situ conditions. Phenol concentration levels are found to get affected by the permeabilities of the aquifer.
The results of PGWT equation are validated with the observations of PAM. It is observed that the accuracy of the equation increases with the degree of polynomial.
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